il -1

1. Click to
select a Station
icon

7. Drag icon to
the Diagram
View

Icons you can link
to/from are colored

Stations ! 'alette

Land -
Mobile Sea Transprt
| P (|||
M e e econdanry
Satellite Radar Earth Earth Target Radar
ME E %IDS ME | %IDS
Radar

Linkable Tx Station
Linkable Rx Station

Linkable Tz and Rx
Mon-linkable Station

Iv iDisplay available B adio Service/Station Classes

Land kobile gtation to Land statioﬂ

W ahils/ML - Land Mobils
jobil=/MLD - Telecommand Land Maobile
hpilz/MLP - Partable Land Mazile

Radio Services and

Station Classes available
I:i"rl:lm the selected icon to the
icon under mouse cursor

3. Check to show
Radio Services and
Station Classes

1. Click a node to
display data items

= UNCLASSIFIED == EL-CID

This item hides/unhides

other items depending

Classification

upon its value PR ) [T

== UNCLASSIFI'.0 == - [Tree Yiew [Certification] NTIZ - AN/PRC-127A. . =] E3

File Edit Frequency ‘windgw Help
D|=|R|5|s8lc: [ x [T]®] | 2| A
& [Certification] NTIA - ANRRC-1274 -4 v 2] Dfltem miss Value| Units
a [Gener_al Infurmatll_] | + Fixed Frequency? u Mo
+--- A [Location Informationy] -
&, [Security Information Lowest Tuned Frequency u 136.00 MHz
= [Station] ManPack Highest Tuned Frequency u 160.00 MHz
& [Antenna - LinearJANPRCA27(¢ Tyming Increment u 12.500 kHz
&y [Receier] ANPRCY27(A)RX v - - -
,@, [Frequency] 134 00 - 160.00 of Frequencies Required for Operation v}
-y [Ernission YSensitivitd Minimum Required Frequency Separation | U MHz
2 [IF Seldctivit] w
-2y [Emission - §
& [RF Selectivi
=& [Transmitter] ANPRC-

=
J H Close

4. Click another
node to save data

A-4- Unapproved - 0640152002

. Click to restore
original values
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Preferred Settings

Diefault Units T

v Large icons intoolbar

¥ Compactdatabase on startup

1 Fonts and Colors

1

v Open data item selector when creating new query

v Display wizard on startup

v Display release information on startup

[~ Use mouse to enter point values in curve editor

[~ Include ¥ML-Schema (expartxsd) in export files

[~ Restore map defaults on next display of map

[ Wiam ahout possible vituses when viewing attachments

Path to Satellite Registration (ITL):

Preferred Settings

Default Units

1 General T

Fonts and Colars

1

Used for:

Freguency hHz ] 0.000012346 MHz
BandwidthrSelectivity kHz 5 0.012346 kHz
Frequency Tolerance kHz b 0.012346 kHz
Tuning Increment kHz ] 0.012346 kHz
Data Rate hps 3 12.3 hps
Fulse Rate nps 3 123 pps
Chip Rate Isec 3 12.3/sec
Code Repetition Rate isec 3 123 Isec
Hop Rate Isec 3 123 /sec
Power Wy 3 12.3 W
Power Density Wimz2 |3 12.3 Wirmn2
Spectral Power Density dBwiHz |3 10.9 dBwwHz

Accepted Mode

Discrete or Low Freq. of Band

Accepted Mode

High Freg. of Band

Allocation Fraguency

High Fraguency

Cancel

Cancel |

1. Enter a search
string here.

Drata [tem Finder

. Click to locate data
itermn containing
search string.

3. Click to choose

I~ ShowDescrptions

| 1494 Block

[General Infarmation]

[General Infarmation]
[General Infarmation]

2 el | fmeretiows]

a

System Mame
[Gereral Infarmatinn] Stanm
Approval Status
DiateTime Last Modified
Camedinatan 1T

NTIA General
HNTIA Gereral

1. fpplication Tifle, 2. Sysiem
A Btage nfAllneatinn

Expand All /

The cade, a5 specified inAnnex G ofthe NTIA Manual, which identifies the sgency responsible for managing the
frequency authonzation or the cedification-application.

o
E
<]

4. Click to
expand or
collapse entire
tree.

Full description of
highlighted data item
appears here.

Screen is

resizable.
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2.8 $

%

+

Madel Mame and Nurmber |U j|ANrPRC-12?ARx

1. Click to drop
down list of
values

2. Click to select
a value from list

Pnwear Typa IIU j

Power U
Carrier
Peak Envelope
Click to list
possible values
Manufacturer |U ;"R'ELM Communications | |
*

1. Click to
select units
first

Lowest Tuned Frequency

2. Then enter
value here

1. Enter a valid
Emission Designator
here, or ...

7. ...click to displa
Emission Designator
screen

| Emission pesignator [U =][13KaF3E

. ... click this button
to display a larger text
entry screen.

1. Type the text here,
or...

i‘ Systerm Dezcription

+

System Description I

h’he AMPRC-127A 15 a mall, lightweight radio capahle
of providing two-way ground communications.

ok I Cancel

1. Click to specify a
file name

Iﬂﬂnachment v = z%]}immutesnanm.

2. Click to launch
application to view
file

This button displays the
icon of the application
associated with the file
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lick and press CtrI-C}\

copy grid to cliphuartj/,)

Click to view ™.
opposite link (if )
enabled)

Clickto ™,
change sort

Dray divider t;‘}
order -

resize columns

Q Havarsdllinl: | Q

rom Station; To Station:
ManPac harPac2

Transmitter ”F‘nwer |p@quency '| |Em. Des. |EIRF' |T>{Antenna LY fR’}{Antenna
AMPRC-127A TE { Mean 3.00 'u'g',/1 36.000 MHz - 1ED.$D MHz | 11KOF3E MEM 5985-01-274-5051  WSK 5985-01-274-505
1 pd | | i3
Radio Service ! Station %SZ \
Land Mobile i ML - Lapfid Mahile \
QK

- .
-, ™,
.uver mouse cur.sur over -, Station name
icon to see Station type - s
—

E
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